Liebherr D926 T-E motor ex. Liebherr R942
HDSL

Varenr.: 23472

Serienummer: 2000 02 4785
Lokation: 17A
Argang: 1999

Stand: Brugt
Hestekradfter: 177 hk
Omdregninger: 1800
Laengde: 1700 mm
Bredde: 1000 mm
Hgjde: 1350 mm
Egenvasgt: 1200 kg
Meaerke: Liebherr
kW: 132

Motor type: Diesel

Beskrivelse

Meget god stand ex. Liebherr R942 HDSL, s/no. 574-4330, argang 1999

Galleri

IMPORTANT ENGINE INFORMATION

ENGINE NUMBER MODEL

ENGINE DISPLACEMENT (LITERS)

INJECTION TIMING (° RTD(C)

FUEL RATE (CUBIC mm/STROKE)

INTAKE VALVE LASH (mm) 0.25 | EXHAUST VALVE LASH (mm) [

POWER HP CODE
NET (SAE J1349) _
POWER kW Powerkw] 137 |
RPM [ rReM [ 1800 | wmin
3A

ENGINE FAMILY
ENGINE CERTIFIED

COMMERCIAL AVAILABLE DIES
THIS ENGINE CONFORMS TO [ 200
U.S. EPA AND CALIFORNIA ARB o e URATION

REGULATION FOR NONROAD
COMPRESSION-IGNITION ENGINES. REBUILT ENGINE | S5
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