% Shrink Disc - splitted: SDG

. o

The SDG type shrink disc is a four-piece shrink disc for the space-saving
shrinking on of disc-shaped components such as gears, for example. A

variant of the SDG type is the two-piece shrink disc type SDGH. This
frequently finds application where assembly space is limited.

STUWE Shrink Disc Type SDG

Roughness of all fitting surfaces:

Ra <3.2 pm

Series 91

Details of the fit:

@d:  H7H7
2d,; H7/Mé (2d,<160)
H7/g6 (@d_ 2160)

Shrink Disc Type SDG - Series 91
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240

240
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mm mm | kNm

SDG 140-91 140 95 23
100 26

110 32

SDG155-91 155 110 34
160 115 38

120 42

SDG165-91 165 120 49
170 125 54

130 59

SDG175-91 175 130 55
180 135 61

140 66

SDG 185-91 185 140 93
145 101

150 109

SDG 200-91 200 150 105
195 155 113

160 121

SDG 220-91 220 160 140
165 150

170 161

SDG 240-91 240 170 172
180 197

190 223

SDG260-91 260 190 205
200 232

210 261

2486

tightening

bolts*
12 xM12

16 x M12

10 x M16

10 x M16

15 x M16

15 x M16

20 x M16

15 x M20

16 x M20

D 72
mm mm m

h H A d, e f
m mm mm mm mm mm kg
32 51 176 145 9 5 14

230
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300
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340

370

405
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Code

ax

Dimensions H, and e apply to

Maximum transmissible
torque of a
shrink disc where P_ =0

Maximum transmissible axial load
of shrink disc where Mt =0

Required tightening torque of the
tightening bolts (see also
“Installation and Removal

Instructions*)

untightened units.

35

38 35
41 38
41 38
50 50
51 50
65 57
68 65
755 72

54 198 165 9 20
64 210 176 9 27
65 220 186 10 28
76 236 189 12 4
76 246 205 11 45
90 270 225 11 67
98 295 245 14 84
105 321 266 13 104




